AnNTbIH KepyeH KasakLa

NO : 0033 - ApHalibl TEXHUKA

SUHMAN SF-580D-S-DP wbIHXbIp
TabaHabl XXbUDKbIMarnbl ycaTy-cypbintay
KOHObIPFbICHI
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Working principle

The host of the impact crushing station adopts a heavy-duty super rotor. The stone material directly
falls into the high-speed rotating rotary table in the large capacity crushing chamber through the feeding

OHaipyLWwi KaTanorbiHAa KepCeTINreH WbIHXbIP TabaHabl KblHKbIMasbl
ycaTy-cypbinTay KOHAbIPFbICL MoAeni.

TaHpaayFa apHanfaH manimeT

* Mogenb MeH kaTanor cypeTTepi TEXHUKaHbI CanbICTbIpyFa KeMeKTece,.
« Katanortarbl kepceTkilTep 6acTankpl TaHg4ayFa apHarfaH.

* MaTtepuangbl, KaXeTTi OHIMAINIKTi xxaHe oba TanabblH KOpPCETIH3.
Herisri manimeTTep

KaTtanorta kepceTinreH eHimainiri: 150-350 T/caf

KaTtanorTta kepceTinreH malwmnHa canvarbl: 61.5 T

CaTtbin anapga TekcepiHis: CypeTTtep, eHiMAinik neH macca — karanor
ManimeTTepi. HakTbl x)xabablKTany, xafaaw xXaHe caHbl pactanybl TUiC.

TonblKk ManimeT neH dotonap WhatsApp +77018365977
https://www.goldcamel168.com/kk/products/0033/
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